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3 !
' \
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IN LANDSCAPED AREAS,
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OR BETTER CONDITIONS THAN
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IN PAVED AREAS, REPLACE
PAVEMENT & BASE COURSE IN KIND.
MEET EXISTING PAVEMENT.

1—0"
/— SAW CUT

EXISTING PAVEMENT

< -
PLAN VIEW PAYMENT WIDTH (MAX.) z
w SELECT EARTH BACKFILL AN Sl . B
- CONNECT TO PROPOSED——— 2 IN NON—PAVEMENT AREAS '\ /}\ ala| | TRENCH PAYMENT AREA
T % =z < =l
| SRR || [0 "
: PN N \\i\\\\\ TIE <5 9"+0.0.+9”
PR ~UNDISTURBED EARTH-SHAPE TO // // // nla B B 5
_ 1 PROVIDE UNIFORM BEARING FOR 1/4 /\\\<\\/\\ i > 5 18+0.D.+18
12 03 OF BARREL CIRCUMFERENCE ///\//K\/// \ A
7 - .
) COMPACTED GRANULAR BACKFILL,
1/8 BEND(45°) 1/16 BEND(22-1/2°) SECTIONAL VIEW 1 £MAXIMUM SLOPE (SLOPE TO BE LESS THAN 1:1 . CAmb, WHEN UNDER OR WITHIN
LB EETA™I ) WHEN NECESSARY TO SECURE BEDDING IN o ™ 2" OF PAVED AREAS OR OTHER
UNDISTURBED EARTH) STRUCTURES

NOTE: vN_
1. THRUST BLOCKS TO BE USED AT 1/16(22-1/2") OR GREATER -
BENDS & AT ALL ENDS TO BE PLUGGED.

2. PRECAST CONCRETE THRUST BLOCKS TO BE PLACED AGAINST
FIRM, UNDISTURBED SOIL.

(CONTRACTOR WILL BE REQUIRED TO USE
CA-11 FOR BEDDING WHEN TRENCH
BOTTOM S EITHER WET OR UNSTABLE

IN THE OPINION OF THE ENGINEER)
STONE BEDDING,

CA-6

BEDDING

TYPICAL RISER
FOR SERVICE LATERAL

&

o

\— PROPOSED SEWER

THRUST BLOCK DETAIL

TYPICAL WATER MAIN TRENCH DETAIL

CAST IRON MANHOLE FRAME & SELF—SEALING
% LID, NEENAH FOUNDRY NO. R—1713 OR EQUAL
WITH WORD "WATER” CAST INTO LID
VARIABLE |
THE FIRE HYDRANT SHALL
S MINIMUM OF 2" AND MAXIMUM 6" OF BN RO T oy AWy TYPE
f PRECAST CONCRETE ADJUSTMENT RINGS o ’
VARIABLE o k
"] .. 7
FINISH GRADE VARIABLE z PRECAST REINFORCED CONCRETE SECTIONS 1=
—\ > b [ FABRICATED IN ACCORDANCE WITH A.ST.M. ol2
—  |E - = DESIG. C—478 ‘ |z
TYLSEE?R\%((:IEE Bs?fz({-:’ TN g & 4 3 - >
CORPORATION STOP, 2 x BT | -
MUELLER H—25000, * . ONE-3/4" OR 17 CORPORATION STOP, P o it OF CRUSHED
OR(s%léﬁlL..ERA\lé\gATgéEﬁg i - - = MUELLER H=15000 OR EQUAL, ON BOTH SIDES - ~UNDISTURBED EARTH
ONE"END. COFPER TLARE 1" COPPER 3 sl OF VALVE WITHIN VAULT; 2 PER VAULT /
STRAIGHT CONNECTION / igEéPLYCﬁ’!EIEE' z 4]
OTHER END) = b= !
3 L CONNECTION PIPE ) ‘
<'3 /~ CONCRETE BLOCK SUPPORT ~—1 CUBIC YARD OF CRUSHED
WATER MAIN CURB VALVE, o 53 - STONE TO BE PLACED AT BASE
ORISEAL Il WITHOUT Ny ,
CHECK VALVE i PRECAST REINFORCED CONCRETE
= % A FLOOR FABRICATED IN ACCORDANCE WITH
/ : ' " AS.T.M. DESIG. C—478, WITH 4” TRENCH
M N : mJF s BACKFILL MATERIAL AS CUSHION.
%
\— AR T
\\\J SERVICE UNE DIMENSIONS T-CONCRETE THRUST BLOCKS
PAYMENT LIMITS FOR D c T(MIN.) B [ .
LONG OR SHORT SERVICE CEMENT BRICK 4'-0" | 2'-6" 4" 6" i_Z;O_ \
50" | 3.9 5 g SQUARE CONCRETE BLOCK PAD

AUXILLIARY VALVE AND BOX —/

TYPICAL WATER SERVICE DETAIL FIRE HYDRANT DETAIL

STANDARD VALVE VAULT DETAIL

AN CO # Civil Engineers 9933 Roosevelt Road PRAIRIE AVENUE IMPROVEMENTS 22:";;: = M,;(}EEEV g’z
— 4 Municipal Consultants " " 5577 PHASE | DRAINAGE AND UTILITY DETAILS BOOK No.. £1475, #1504
ENGINEEng ¢ Established 1911 s TOwsgS1212 VILLAGE OF BROOKFIELD’ ILLINOIS REVISION: EA:EE NO.: 12;1-;)(1‘1—2?55301 oF 49




